TURBOTORCH®

TURBOLITE® SELF-LIGHTING TORCH

Turbolite's patented swirl combustion gives you the best burn in
a selflighting package. The flame tube swivels 180° for easy
positioning. Uses MAPP® or LP (Propane) Gas without changing
the orifice. Workplace designed without exposed wires. Locking
button and final flame-adjusting valve give optimum
performance. Soft solder to 40mm diameter copper tube. Silver
braze up to 15mm diameter copper tube.

A TL-44 For direct connection to Turbogas (MAPP®) Gas.
A High impact ABS case for added strength.
Replaceable tip-end.

Easy to clean orifice.

Heavy-duty piezo ignitor with locking facility.
Machined rotor swirls flame.

Wide lighting range.

CGA-600 Connection.

2 Year Conditional Manufacturer’s Warranty.

CSTK-9 KIT

GAS EQUIPMENT
TURBO TORCH
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Ordering Information:
Turbol.ite® Self-Lighting Torch

Part No. 308160
Adaptor for Primus 2000
cylinder connection

Spare Parts:

Tip end Part No 307808
Tip assembly CT44-TL Part No 307195

Part No. 305137

Note: TurboTorch® is designed to put the maximum amount of heat
into the work. Read instructions before use. Do not throttle flame back
from recommended settings. Failure to do so will burn out tip and void
warranty.

A complete set ready for action. Soft Solder up to 40 mm
and silver solder up to 15 mm. Suitable for direct connection
to CGA 600 Turbogas MAPP® cylinders.

A TurboTorch® swirl combustion.

A CSTK-R pressure regulator.

CGA-600 connection for Turbogas (MAPP®) Gas.
CST-3 tip.

360° swivel adjustment

Instruction manual.

Machined rotor swirls flame.

Easy to clean orifice.

A 2 Year Conditional Manufacturer's Warranty.

A complete set ready for immediate use. Connection directly
onto any standard acetylene cylinder. Swirl combustion using
acetylene makes this kit ideal for fast brazing. Soft solders to
90mm, Silver solders to 50mm. Very impressive performance
from acetylene only.

A CAR-BSP regulator with Type 20 connection.
A CPL-AUS handle with quick-connect.

A Acetylene hose (3.6M).

A CPL-12A tip with machined rotor.

A Instruction Manual.

A Easy to clean orifice.

A

2 Year Conditional Manufacturer's Warranty.

A complete Air/LPG kit ready to use. Simply connect to any
standard LPG cylinder (with POL fitting). Swirl combustion
using LPG makes this kit ideal for brazing where speed is not
essential. Soft solders to 60mm. Silver brazes to 35mm.

A CRL-LP Regulator (P.0.L. Connection).
CPL-AUS Handle with quick-connect.
LPG Hose (3.6M).

CPL-5T Tip with machined rotor.
Instruction Manual.

Easy to clean orifice.
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2 Year Conditional Manufacturer’'s Warranty.

Ordering Information:

CSTK-9 Kit Part No. 308159

Adaptor for Primus 2000

cylinder connection Part No. 305137

PRO-LINE™ SELF-LIGHTING ACETYLENE TORCH KIT

Ordering Information:

Pro-Line™ Self-Lighting

Acetylene Torch Kit Part No. 308157

PRO-LINE™ SELF-LIGHTING LPG (PROPANE) TORCH KIT
Ordering Information:

Pro-Line™ Self-Lighting

LPG (Propane) Torch Kit Part No. 308158

For gas welding consumables and fluxes, refer to page 229

Email: cigweldsales@cigweld.com.au
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