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WELDING CONSUMABLES
SOLDERS AND FLUXES

COMWELD 40/60 SOFT SOLDER

COLOUR CODE & IDENTIFICATION:

Cored Wire Reels — Green label

Sticks — marked 40/60

Handipack (H/P) Coil, Yellow backing card and
label.

JOINING PROCESS:

Soldering only.

SOLDERING IRON bit temperature: 294°C.

TYPICAL ROD ANALYSIS:

Sn: 40% (Tin) Pb: 60% (Lead)

TYPICAL PROPERTIES:

Tensile Strength 42 MPa

Shear Strength 37 MPa

Approximate Melting Range 183–234°C

Electrical Conductivity 10.1% IACS

COMWELD 50/50 SOFT SOLDER

COLOUR CODE & IDENTIFICATION:

Cored Wire Reels — Orange Label 

Sticks — marked 50/50.

JOINING PROCESS:

Soldering only.

SOLDERING IRON bit temperature: 272°C.

TYPICAL ROD ANALYSIS:

Sn: 50% (Tin) Pb: 50% (Lead)

TYPICAL PROPERTIES:

Tensile Strength 45 MPa

Shear Strength 40 MPa

Approximate Melting Range 183–212°C

Electrical Conductivity 10.9% IACS

COMWELD 965 SOLDER (SOFT SILVER SOLDER)

COLOUR CODE & IDENTIFICATION:

Blue Labels and backing cards.

JOINING PROCESS:

Soldering only.

SOLDERING IRON bit temperature: 281°C.

TYPICAL ROD ANALYSIS:

Sn: 96.5% (Tin) Ag: 3.5% (Silver)

TYPICAL PROPERTIES:

Tensile Strength 60 MPa

Density 7.5g/cm3

Approximate Melting Point 220°C

Electrical Conductivity 17% IACS

▲ General Purpose Low Cost Solder.

▲ General For Sheet Metal & Plumbing Applications.

▲ General Wide Range of Packaging Options.

Description and Application

COMWELD 40/60 Solder is a low cost general purpose solder for general sheet metal work,
plumbing (not water pipes) such as gutters and flashings and automotive radiator repairs.

Classifications:

AS 1834 Part 1 40Sn.

Packaging Data:

Rod/Wire Size Pack Part No
(mm) Weight/Type

12 x 6 x 400
250g Stick 322305(W x B x L) 

3.2 250g Acid core Wire 322313

3.2 500g Acid Core Wire 322318

1.6 15g Resin core H/P 322220

▲ Higher Quality General Purpose Solder.

▲ For Electrical & Electronic Applications.

▲ Wide Range of Packaging Options.

Description and Application

COMWELD 50/50 Solder is a higher quality general purpose solder for general sheet metal
work, and plumbing (not water pipe) applications where better free flowing characteristics
are important.

Classifications:

AS 1834 Part 1 50Sn.

Packaging Data:

Rod/Wire Size Pack Part No
(mm) Weight/Type

12 x 6 x 400
250g Stick 322306(W x B x L) 

3.2 250g Solid Wire 322310

1.6
250g Acid Core Wire 322317

250g Resin Core Wire 322319

▲ Highest Strength Soft Solder.

▲ Lead, Zinc and Cadmium Free.

▲ Non Toxic Solder For Electrical, Surgical and Food Equipment Applications.

▲ Wide Range of Packaging Options.

Description and Application
COMWELD 965 Solder is a tin / silver eutectic solder which has the highest strength of all
soft solders. Due to it’s high strength, good electrical and thermal conductivity, non toxicity
(lead, zinc and cadmium free) and also the fact that it remains bright and shiny, make
COMWELD 965 Solder the most universal of soft solders. Comweld 965 Solder is used for
the joining and repair of copper, bronze, brass, nickel, monel, steel, stainless steel, pewter,
chrome plate, metal sculpture, model making, costume jewellery and or a combination of
metals with the exception of aluminium and magnesium.

Classifications:

AS 1834 Part 1 96.5Sn / 3.5Ag.

Packaging Data:

Rod/Wire Size Pack Part No
(mm) Weight/Type

3.2 250g Solid Wire 322320

1.6 500g Solid Wire 322321

1.6 250g Acid Core Wire 322324

1.6 15g HandiPack Coil 322221
Acid Core Wire

For procedure recommendations refer to Pocket Guide.

For procedure recommendations refer to Pocket Guide.

For procedure recommendations refer to Pocket Guide.
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