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WELDING CONSUMABLES
MISCELLANEOUS PRODUCTS

CHROMEBRIGHT (PICKLING PASTE)

QUALITY STANDARDS: TYPICAL CHEMICAL ANALYSIS:

Made in Australia under an approved Quality
Assurance Management System to 1SO 9002.

HF:<50g/L  HNO3: < 300g/L
CH3COOH: < 30g/L
H20 and Others (dye, thickener etc): Remainder

A For Removal of Weld Scale on Stainless Steel.

A Easy to Use One Step Treatment, Brush on then Rinse with Water 15-90 minutes
Later.

A Thickened Paste Allows For Vertical Use.

A PALE Purple Coloured Paste for Easy I.D.

Identification:

ChromeBright is supplied in a white plastic bottle, with a blue coloured label and lid. The
2.5kg plastic bottle is packed inside a blue and white
printed cardboard carton which contains a quality acid resistant application brush.

Application Times:

Application time will depend upon the welding process and thickness of plate being welded.
e.g.: Gas Tungsten Arc (GTAW,-TIG) and Gas Metal Arc (GMAW,-MIG) will require less time
than Manual Metal Arc (MMAW,-Stick) welding. Likewise 10mm plate will require more
time than 1.6mm plate. A bottle (2.5kg) of ChromeBright will pickle approximately 100
metres of weld depending on the thickness of the layer applied. For pickling sheets of
stainless steel, using a thinner layer, approximately 15 square metres can be treated with
one bottle of ChromeBright.

Packaging Data:

Pack Weight/Type Part No
2.5kg White Plastic Bottle 321918

EASYSTAND

CIGWELD, the market leader in welding consumables, have now made the most popular
Satincraft, Ferrocraft, Satincrome and Weldall electrodes available in convenient Easyweld
Blisterpacks. With the CIGWELD DIY Welding Bar the selection and purchasing of Easyweld
Blisterpacks for the tradesman or handy person couldn’t be easier. It covers the widest range
of applications and is distinctively packaged and colour coded for simple selection.

Welding of steel gates, doors, fences, frames, tanks, home projects etc...
10 x 2.5mm/ 5 x 3.2mm Part No: 322203

Ferrocraft 12XP

Welding of mild and galvanised steel tanks, fences, pipes and gates etc...
10 x 2.5mm/ 5 x 3.2mm Part No: 322213

Techmeal 1 | 2

Procedure for Pickling:

1) Using a stainless steel wire brush,
thoroughly clean the work piece of
loose weld scale, welding slag
and other foreign material.

4) Using the brush provided, apply
a thin layer of ChromeBright to
the work piece and all other areas
to be cleaned.

5) The paste should be applied

for between 15 — 90* minutes
before removal.

2) Before opening the plastic
bottle, shake for approximately
20 seconds to form a consistent

gel paste. 6) Wearing protective clothing, rinse

the pickled surface carefully with
water, whilst using a hard nylon
bristle brush, stainless steel wool
or Scotch-Brite pads to remove all
traces of weld scale.

3) Do not apply ChromeBright
to the work piece until the
surface is cool.

WARNING:

Local liquid trade waste requirements may require the pickling paste residue to be neutralised
before disposal. See CIGWELD's recommendation for neutralising Chrome Bright residues.

Ferrocraft 21
For heavier jobs. Higher speed of mild steel beams, frames, columns, gates and tanks etc...
10 x 2.5mm/ 5 x 3.2mm Part No: 322205

Ferrocraft 16TXP

Higher strength fabrication and repair welding of heavy machinery including earth moving
and agricultural equipment.

10 x 2.5mm/ 5 x 3.2mm

Part No: 322214

Satincrome 316-17
General purpose welding of "300 Series" stainless steels including 301, 302, 304/304L etc...
10 x 2.5mm/ 5 x 3.2mm Part No: 322215

Ideal for the repair and maintenance of hard-to-weld steels and steels of unknown
composition. Also recommended for the joining of dissimilar steels.

10 x 2.5mm/ 5 x 3.2mm Part No: 322216

Castcraft 100

Repair and maintenance of cast iron components such as engine blocks, pumps housing & out
furniture etc.

10 x 2.5mm/ 5 x 3.2mm

Part No: 322217

Cobalarc 750

Wear resistant steel deposit for hardfacing earth moving components such as points, shares,
augers, tynes and teeth

10 x 3.2mm

Part No: 322218
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Email: cigweldsales@cigweld.com.au



