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MATERIAL SAFETY DATA SHEET

CHEMTREC Phone No. (800) 424 - 9300

Date Prepared: January 1,1991 : ' Victor Equipment Company
Date Revised: March 1, 2007 2800 Airport Road

: Denton, Texas 76207
Form Number: 0056-1304 (940) 566 - 2000

Core Part No: 0035-0000 , Fax: (940) 381 - 1265

This MSDS is based on air/fuel or oxy/fuel process. .
There may be other cauntions for electric process..

Material Safety Data Sheet :
SECTION I - MATERIAL IDENTIFICATION

Product Name: Oxygen (0035-0000)
Product use: Fuel ‘

SECTION II - HAZARDOUS INGREDIENTS

OSHA Hazardous Components (29 CFR 1910.1200) EXPOSURE LIMITS: 8 HR. TWA
OSHA PEL ACGIH TLV

Oxygen (CAS # 7782—44—7) None estabhshed

SECTION III - HAZARDS IDENTIFICATIONS
EMERGENCY OVERVIEW: Causes skin and eye burns. Strong oxidizer. Contact with other
combustible material can cause fire. Drying on clothing or other
combustible materials may cause fire.

POTENTIAL HEALTH EFFECTS: .

INHALATION: May cause headaches and dizziness. Prolonged inhalation may be harmful.
This may cause severe and delayed health effects such as inflammation of the
lungs and infection of the bronchi (bronchopneumonia).

EYE CONTACT: Direct contact with liquified gas can result in eye burns.

SKIN CONTACT: Can cause chemical burn.

INGESTION:  No hazard in normal industrial use.

CHRONIC: Unknown

CARCINOGENICITY: LISTED IN NTP? No IARC? No OSHA Regulated? No |
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Oxygen

SECTION IV - FIRST AID MEASURES

INHALATION: Remove to fresh air. If not breathing, give artificial respiration and/or g1ve
oxygen by trained personnel. Seek medical attention. .

EYE CONTACT: Immediately flush eyes with plenty of water for at least 15 minutes. Get -
immediate medical attention.

SKIN CONTACT: Remove contaminated clothing. Wash skin with‘soap»and water. Get medical
attention. :

INGESTION: Gét medical attention immediately. In case of cold burns (frostbite) caused by
rapidly expanding gas or vaporizing liquids, get medical attention promptly.

SECTION V_- FIRE FIGHTING MEASURES

Flashpoint (Method): Non-Flammable material.
Flammable Limits: Lower: NA Upper: NA
Autoignition Temperature: NA

GENERAL HAZARD: Strong oxidizer. Contact with combustible materials may cause a fire.
FIRE FIGHTING INSTRUCTIONS: Evacuate area and fight fire from a séfe distance. Containers can
' : build up pressure if exposed to heat (fire). DO NOT extinguish a
gas fire unless effective immediate shut-off of gas flow is '
possible. Explosive vapors could form.

EXTINGUIS‘HING MEDIA: Use dry sand or earth to smother fire.

HAZARDOUS COMBUSTION PRODUCTS: Smoke, oxides of carbon.

SECTION VI - ACCIDENTAL RELEASE MEASURES

Isolate hazard area. Keep unnecessary and unprotected personnel from entering.
LAND SPILL: LARGE SPILLS: Shut off leak if safe to do so.

WATER SPILL:  Clean up spills immediately, observing precautions in Protective Equipmeht section.

"SECTION VII - HANDLING AND STORAGE

Wash thoroughly after handling. Use only in a well ventilated area. Follow all MSDS/label
precautions even after container is emptied because they may retain product residues. Avoid contact
with eyes, skin, and clothing. Keep away from heat, sparks and flame. Do not store near combustible
materials. Contents under pressure. Do not expose to heat.
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